Grid:
> 2,54 mm

Long-stroke Test Probe for Dual-stage Fixture > 100 Mil
Installation height with KS: 23,2 mm (.913)
Recommended stroke: 8,0 mm (.315)

GKS 204 M

Mounting and functional dimensions Available tip styles
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Collar height and installation height (051)
To adjust the installation height of the tip e
(dimension without receptacle), use test 2093 __-fg:;_ 21,60 A
probes with alternative collar heights. — (063)
*  pressed-in steel tip in base plunger made of brass
Collar height Installation height
without receptacle
10M 23,0 mm (.906)
Mechanical data Materials R ded int :
Working stroke: 8,0 mm (.315) Plunger: BeCu or steel, gold-plated, N(\a_co.n;m('e\ln e/ A;crevy;n Norque.
Maximum stroke: 10,0 mm (.394) rhodium- or chemically nickel-plated Iiks &GNl ER% 9 @RI
Spring force at work. stroke: 1,5 N (5.40z) Barrel:  Nickel-silver or Brass, gold-plated
Alternative: 0,8 N (2.90z2); 3,0 N (10.80z) Spring: Steel, gold-plated
Receptacle: Brass, gold-plated
Electrical data Mounting hole size
Current rating: 5-8A forKS-204 30 M: @ 1,99 mm (.0783)
Rj typical: <20 mQ
Operating temperature
Standard: -40° up to +80° C
1 Series Tip Tip style Tip diameter  Plating Spring force  Collar height  Type
Orderlng example material (17100 mm) A = Gold (dN) (mm) M
2 = Steel R = Rhodium
= BeCu N = Nickel
Receptacle: I< S — 20430 M

126 All specifications are subject to change without prior notification





