Grid:

>4,0 mm

Screw-in Test Probes > 160 Mil

Installation height with KS: 10,5 mm (.413)
Recommended stroke: 4,0 mm (.157)

GKS 113 M

Mounting and functional dimensions Available tip styles
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*** axially positioned through-hole for leakage test. A
Attention: when not assembled correctly, solder can flow inside the receptacle. 307 \ \ @4.20| R
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**** Additional crimping points for self locking _
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Collar height and installation height =
The installation height of the tip is always 3113| 2180\ R
10,5 mm (.413). The test probe can only be .
used with a receptacle. 5014 ::} 51.40| R
(.055)
Mechanical data " . 5
Working stroke: 4,0 mm (.157) mao_n}%wir&drﬁd/slaz\;v. I;Ot(zﬁ;e' 215" = 21,00 A
Maximum stroke: 5,3 mm (.209) - - Tip 2,5 mm (.098) longer  (.039)
Spring force at work. stroke: 1,5 N (5.402) e, 180 | orn)
; . . : 2117 > 2230/ R ¢ :
Alternative: 0,3 N (1.10z); 0,6 N (2.20z); Materials — (5| | 300A| (118
1,0 N (3.60z2); 2,25 (8.102); 3,0 N (10.80z); Plunger: BeCu or Steel, gold-,
5,0N (18.102) rhodium or chemically nickel-plated |, |, — T a0 a| 30 |18
Barrel: Brass, gold-plated (157)
Electrical data Spring: Steel, gold-plated _
Current rating: 5-8A or stainless steel** (MC) 3 72 2 21,80 A
Rj typical: <30 mQ Receptacle: Brass, gold-plated i
(** <100 mQ) —1
Mounting hole size 2|87 - Ca 22,60 N| 400 | (157)
Operating temperature for KS-113 30 M2 and KS-113 30 M2-T - Lo
Standard: -40° up to +80° C  in CEM1: @ 2,98 - 3,00 mm (.1173 - .1181) 5|88 |
**with spec. design. “MC": inFR4: @ 2,99-3,01 mm (.1177 - .1185) (091
-100° up to +200° C  for KS-113 30 M2-R and KS-113 M2-R-S
(1,5N;2,25N;3,0N) in CEM1 and FR4: @ 3,00 - 3,02 mm * pressed-in steel tip in base plunger made of brass
(.1181 -.1189)
i Series Tip Tip style Tip diameter  Plating Spring force  Collar height Special
Orderlng example material (1/100 mm) A = Gold (dN) (mm) designation
2 = Steel N = Nickel alternative
3 =BeCu R = Rhodium “MC"

Test probe: G K'S 3 [06 \ﬁé{

Receptacles for GKS-113 ... M: KS-113 30 M2-R @KS-113 30 M2-T
Receptacles for leakage test***: KS-113 30 M2

128 All specifications are subject to change without prior notification





